
Slider™, SL1610SE
16” Self-Contained Carpet Extractor

Simple.  Rugged.  Affordable.

Exceptional Value
Floor Cleaning Equipment



Slider™, SL1610SE
16” Self-Contained Carpet Extractor

S T A N D A R D  F E A T U R E S :

T E C H N I C A L  S P E C I F I C A T I O N S :

SIMPLE
•	 Easy-to-use,	fingertip	controls
•	 Compact	design	for	increased	

maneuverability
•	 Well-balanced	tanks	
•	 Twist-lock	spray	jets
•	 Easy-to-service	clamshell	design
•	 Free	online	training	video	

shows	use	and	care	of	unit	

RUGGED
•	 12-year	housing	warranty
•	 5-year	warranty	on	motors
•	 Engineered	to	withstand	heavy,	

daily	use	in	schools,	office	
buildings,	medical	facilities,	and	
other	commercial	applications

AFFORDABLE
•	 Best	value	in	the	industry
•	 Wide	16-in	cleaning	path	

and	10-gallon	tank	increase							
cleaning	productivity	

•	 Backed	by	the	most	extensive,	
hassle-free	warranty	in	the	
business

Manuals, parts, and 
videos may be 

viewed online at
www.usviper.com
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SL1610SE SPECS USA  METRIC
Cleaning Path 16	in 40.6	cm
Solution Tank 10	gal 38	ltr
Recovery Tank 7	gal 26.5	ltr
Solution Pump 100	psi 6.9	bar
Spray Jets 4	quick	disconnect 4	quick	disconnect
Vacuum Motor 3-stage,	5.7	in 3-stage,	14.5	cm
Vacuum Type tangential	discharge tangential	discharge
Airflow at Orifice 71	cfm 120	m3/hr
Waterlift at Sealed Orifice 118	in 299.7	cm
Amp Draw, Voltage 14.1	amps,	110	volt 14.1	amps,	110	volt
Brush Motor .125	hp,	1400	rpm .09	kW,	1400	rpm
Brush Speed 1000	rpm 1000	rpm
Brush Size, Chevron 14	in	 35.6	cm
Wheels, Non-marking Grey 10-in 25.4	cm
Power Cable, Safety Yellow 50	ft 15.2	m
Productivity Rate 2,000	ft2/hr 185.8	m2/hr
Sound Level 81	dBA 81	dBA
Weight 85	lbs 38.5	kg
Shipping Weight 170	lbs 77	kg
Dimensions (L x W x H) 34.5	in	x	14.5	in	x	35.5	in 	87.6	cm	x	36.8	cm	x	90.2	cm

Optional Accessories 12-in	wand,	3.5-in	hand	tool,	15-ft	vac.	&	sol.	hoses 
Specifications	are	subject	to	change	without	notice.


